
mmDIN EN 29073.23.444.85.66.1ضخامت

1926303740طولیkN/mDIN EN 29073.3حداکثر کشش

1626303740عرضیkN/mDIN EN 29073.3حداکثر کشش

5555555555طولیDIN EN 29073.3%حداکثر کشش طولی

5050505050عرضیDIN EN 29073.3%حداکثر کشش عرضی

CBRمقاومت سوراخ kN/mDIN EN ISO122363.44.14.85.45.7

μmDIN EN ISO129569342757570سایز ابتدایی

10نفوذپذیری آب به صورت عمودی
-3

 m/sDIN EN ISO110582.42.42.42.42.4

12201380181020002120طولیNASTM D 4632نیروی قابل انبساط و کشش

12201380181020002120عرضیNASTM D 4632نیروی قابل انبساط و کشش

5954545451طولیASTM D 4632%ماکزیمم نیروی قابل انبساط و کشش

625755753عرضیASTM D 4632%ماکزیمم نیروی قابل انبساط و کشش

395510710830870طولیNASTM D 4533استحکام پارگی ذوزنقه

365505680860880عرضیNASTM D 4533استحکام پارگی ذوزنقه

NASTM D 48335607208409801020شاخص فشردن و مقاومت

Address: No. 128, Second sharhran square, Tehran, Iran
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Protect Geomembranes against puncturing can be use as filter in draining systems
Usage

Application

   Type C   Type B     Type A
Category According to  

BS 8102 (2009)

600g/m
2

750g/m
2

-----Certificate

Low water absorption, Well water conductivity
MAIN 

ADVANTAGES

750 600 500 400

روش آزمایشواحدمشخصات

g/mDIN EN 29073.1وزن در واحد سطح

Geotextile (GT)

Sepanta group 

Waterproofing Dep.

Technical Data Sheet 

Product: GT- Type 1
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500g/m
2

300

300g/mجهت
2

400g/m
2


